
CASH 2.4
4BH + ASA8V

4BH One-by-one banknote acceptance and change provided with up to 4 banknote denominations. 
In case the activity needs coin handling, it is possible to combine one of our coin modules.
ASA8V Simultaneous coin mix acceptance and change dispensing.

FOR MEDIUM-LARGE CASH 
TRANSACTION VOLUMES.

BANKNOTE MODULE

COIN MODULE

CONFIGURATION

• Accepting and dispensing hopper: 
Asahi Seiko CR-8000V

CHARACTERISTICS

• Coin capacity: approx. 250 euro-
size coins per hopper, 120 coins 
per overflow cassette, 2000 coin 
collection box capacity (up to 
8 hoppers and denominations 
in recycle). Processing 3 coins 
per second in acceptance and 14 
coins every 4 seconds as payout. 

• Steel armoured cabinet: 4 mm 
thickness

DIMENSIONS AND WEIGHT

• Dimensions:    
(W)22,5 cm (D)55,6 cm (H)80,5 cm

• Weight: 60 kg

CONFIGURATION

• Banknote recycler: JCM UBA Pro 
RQ 4 denominations

CHARACTERISTICS

• Banknote capacity: 400 in the 
stacker and 120 in recycling. 1 
banknote every 2 seconds in 
acceptance and 1 banknote per 
second as payout

• Armored steel cabinet: 4 mm thick

DIMENSIONS AND WEIGHT

• Dimensions:    
(W)22,8 cm (D)59,2 cm (H)31,8 cm

• Weight: 42 kg


